
ROYAL OIL CO. 
SPECIALTY LUBRICANTS 

“One of the most dynamic 
greases in the industry, 
packaged for convenience 
and versatility.  Try AERO-
SOL EP and compare to 
other tube greases, better 
extreme pressure capaci-
ty, better resistance to 
moisture.” 

 

Extremely Versatile 

Superior to Most Tube Grease 

Excellent Water Resistance 

80 lb. Timken OK Load 

Reduces Wear 

Adhesive/Cohesive 

AEROSOL EP 
Royal’s Famous EP Grease In The Palm of Your Hand 

EP INDUSTRIAL has been one of our top selling 
products for over five decades.  The versatile, 
all around grease offers superior performance 
in every key area. 

When you take that type of value and power 
and package it in an aerosol can, you have con-
venience and versatility unlike ever before. 

Spray AEROSOL EP directly onto the applica-
tion.  Once the propellant was evaporated, the 
grease will “set up” and offer the same adhe-
sive or “tacky” texture found in the tube.  In 
addition, the moisture shedding and wear re-
ducing characteristics are still there.   Perhaps 
most impressive,  AEROSOL EP offers an excep-
tional 80 lb. Timken OK Load, where most tube 
greases do not exceed 55 lbs. to 60 lbs.   



SPECIALTY LUBRICANTS 
Product Specifications 

AEROSOL EP LUBE 

Family owned and operated since 1926. 

Sharing lubricant knowledge and delivering the highest quality products, two 
things we promise our customers.  The difference will change how you view,     

purchase and utilize greases and oils from here forward.  

842 N. Main St. 

Fort Worth, TX 76164 

(800) 332-1926 

sales@royaloilus.com 

www.royaloilus.com 

Allow 1-2 minutes for propellant to evaporate. Evaporation time is dependent on temperature, humidity, 

and relation to direct sunlight. 

NLGI Consistency         No. 2 Grade 

Penetration– Worked 60 Strokes Control Range (ASTM D217-52T)   265-295 

Color           Red 

Texture          Stringy 

Composition (ASTM D128-57)… % Soap      10.0 Max 

         % Filler      None 

         % Water      None 

Stability  by Penetration after 1000 worked strokes (ASTM D217-52T)  30 mm/10 Max. 

Extreme Pressure by Timken OK Load Passing at      100 lbs. 

Automotive Wheel Bearing by Leakage Tendencies (ASTM D1263-52T)  Pass, No Varnish or leakage 

Consistency at Temperatures by Unworked Penetration (ASTM D217-52T)  
@ 0 ° F           190-210 
@77 ° F           265-295 
@ 100 ° F          280-300 
Relative Pumpability @ 0 °F        2.7 

Oxidation of Grease by Bomb Test (ASTM D-942)           Less than 5 psi pressure drop from 500 hours 

Extreme Pressure– psi based on Timken Lever Arm Load            32,500 

Flash Point, °F          440 

Fire Point, °F          490 

Pour Point, °F          -10 


