
ROYAL OIL CO. 
SPECIALTY LUBRICANTS 

“In addition to excellent 
oil and water emulsifica-
tion and lubricity, the 
most common praise we 
hear on CUT PRO PLUS is 
its ability to resist spoiling.  
This is big for users of wa-
ter soluble cutting oils.” 

 

Effectively Cools Metal 

Superior Lubricity 

Excellent Emulsification 

Resists Spoiling/Odor 

Versatile 

Longer Service life 

CUT PRO PLUS 
Premium Water Soluble Cutting Oil 

 Like with other products in the Royal 
line, we have shown our dedication to design-
ing  excellent products through our manufac-
turing practices and through the performance 
of CUT PRO PLUS.  This is an exceptional water 
soluble cutting fluid. 

 Other cutting oils have a tendency to be-
come rancid and spoil after a short period of 
operation.  The stability and resisting break-
down are two key benefits.  The lubricity pro-
motes higher precision, cooler operating tem-
peratures and extended tool life.  

 Users of water soluble cutting oils will 
appreciate the quality and performance found 
in this product. 



SPECIALTY LUBRICANTS 
Product Specifications 

CUT PRO PLUS 

Family owned and operated since 1926. 

Sharing lubricant knowledge and delivering the highest quality products, two 
things we promise our customers.  The difference will change how you view,     

purchase and utilize greases and oils from here forward.  

842 N. Main St. 

Fort Worth, TX 76164 

(800) 332-1926 

sales@royaloilus.com 

www.royaloilus.com 

For good success, the pump and lines of the entire coolant system should be cleaned prior to the introduc-

tion of CUT PRO PLUS. This is necessary to avoid a rancid condition that may be present from the coolant 

previously used in the system. The use of GREEN FURY - - a multi-purpose concentrated cleaner - - is recom-

mended for this cleaning. Use 4 - 6 oz. of GREEN FURY to each gallon of water. This removes the tramp oils, 

scums, etc. Some mechanical cleaning may be necessary. Rinse well with clear water containing a bleach to 

ensure starting out fresh and clean. The amount of bleach should be about 2 oz. per gallon.  

 

SPECIFICATIONS 

Gravity, Specific   0.915 

Flash, COC, °F.    None to boiling Point above 212 °F. 

Pour Point, °F., Max.   0 

Viscosity, SUS at 210 °F.  44/48 

Rust Test    Pass 

Emulsion Stability   Excellent 

Odor     Mild, Bland Petroleum 

Appearance    Brown, Oily-like Liquid 


